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Abstract
Background: The devices used for in vivo examination of muscle contractions assess only pure force
contractions and the so-called isokinetic contractions. In isokinetic experiments, the extremity and its muscle are
artificially moved with constant velocity by the measuring device, while a tetanic contraction is induced in the
muscle, either by electrical stimulation or by maximal voluntary activation. With these systems, experiments
cannot be performed at pre-defined, constant muscle length, single contractions cannot be evaluated individually
and the separate examination of the isometric and the isotonic components of single contractions is not possible.

Methods: The myograph presented in our study has two newly developed technical units, i.e. a). a counterforce
unit which can load the muscle with an adjustable, but constant force and b). a length-adjusting unit which allows
for both the stretching and the contraction length to be infinitely adjustable independently of one another. The
two units support the examination of complex types of contraction and store the counterforce and length-
adjusting settings, so that these conditions may be accurately reapplied in later sessions.

Results: The measurement examples presented show that the muscle can be brought to every possible pre-
stretching length and that single isotonic or complex isometric-isotonic contractions may be performed at every
length. The applied forces act during different phases of contraction, resulting into different pre- and after-loads
that can be kept constant – uninfluenced by the contraction. Maximal values for force, shortening, velocity and
work may be obtained for individual muscles. This offers the possibility to obtain information on the muscle status
and to monitor its changes under non-invasive measurement conditions.

Conclusion: With the Complex Myograph, the whole spectrum of a muscle's mechanical characteristics may be
assessed.

Published: 10 July 2008

BioMedical Engineering OnLine 2008, 7:20 doi:10.1186/1475-925X-7-20

Received: 18 April 2007
Accepted: 10 July 2008

This article is available from: http://www.biomedical-engineering-online.com/content/7/1/20

© 2008 Rahe-Meyer et al; licensee BioMed Central Ltd. 
This is an Open Access article distributed under the terms of the Creative Commons Attribution License (http://creativecommons.org/licenses/by/2.0), 
which permits unrestricted use, distribution, and reproduction in any medium, provided the original work is properly cited.
Page 1 of 11
(page number not for citation purposes)

http://www.ncbi.nlm.nih.gov/entrez/query.fcgi?cmd=Retrieve&db=PubMed&dopt=Abstract&list_uids=18616815
http://www.biomedical-engineering-online.com/content/7/1/20
http://creativecommons.org/licenses/by/2.0
http://www.biomedcentral.com/
http://www.biomedcentral.com/info/about/charter/


BioMedical Engineering OnLine 2008, 7:20 http://www.biomedical-engineering-online.com/content/7/1/20
Background
The musculoskeletal system plays an important role both
in the maintenance of one's vital functions and in the
interaction with the outer world. The muscles' mechanical
capacity is expressed by exerting force and shortening,
and, most importantly, by combinations of force and
shortening. The examination of these different aspects of
muscular function in vivo in a clinical setting represents a
methodological and technical challenge.

Current technology for in vivo examination of muscle 
contraction
Most devices used for in vivo examination of muscle con-
traction are based exclusively on the assessment of pure
force contractions [1-6]. Only a few in vivo devices allow
examination of real shortening under controlled experi-
mental isokinetic conditions [7-16], but none of these are
used for routine clinical examination of the motor system
diseases. In the isokinetic experiments, the extremity and
its muscle are artificially moved with constant velocity by
the measuring device and the resulting eccentric or con-
centric forces are recorded while a tetanic contraction is
induced in the muscle, either by tetanic electrical stimula-
tion or by maximal voluntary activation. Only tetanic or
maximal voluntary contractions can be examined with
these experimental procedures. The contractions have to
be maintained over several seconds while the muscle
length is decreasing from maximal to minimal in per-
forming the movement, whereas both the pre-stretching
length of the examined muscle and the number of actin-
myosin bindings within the sarcomere are changing con-
stantly. While the stretching length is changing, the tetanic
cumulative contraction is induced, therefore the physical
inertia of the system, the changing tenseness of the serial-
elastic elements (e.g. tendons) and the fatigue of the mus-
cle must be considered. All these variables make the phys-
iological capacity of a single muscle impossible to
quantify as a valid entity, independently of the special
(isokinetic) experimental method. However, these diag-
nostic limitations prove unimportant when the isokinetic
devices are used for training purposes [14-16].

Aims of the study
The aim of the study was to perform a non-invasive in vivo
evaluation of isotonic muscle functions at predefined
muscle lengths, in order to characterize muscle force,
shortening, velocity and work. For this purpose, we
sought to develop a device with adjustable pre- and after-
loads, whose exerting principle was independent of mass
and friction, thus allowing for the load to remain constant
during the phases of muscle contraction. The device also
needed to offer the possibility of presetting the muscle
length at the beginning and the end of the contraction. A
device which would fulfill these two technical demands
would support the assessment complex contractions that

could be generated and examined at their optimal muscle
length.

Methods
Our previous publications referring to the complex myo-
graph described the technical elements required for the
measurement of isometric contractions (an axle-adjust-
ment design, an extremity setting design, and a pre-
stretching design) [17,18]. The present study introduces
elements required for the assessment of isotonic contrac-
tions (a counter-force unit and a muscle length adjust-
ment mechanism which allows for defining not only the
pre-stretching length but also the maximal shortening
length).

Axle adjustment, extremity setting, stimulation and 
recording
The procedure of setting the extremity in the right posi-
tion, of stimulating the musculus adductor pollicis, and of
measuring force and muscle length is described in detail
elsewhere [17]. The device features special axle adjust-
ment and automatic setting which allow the adequate
placement of the surface electrodes according to the mor-
phology of the test subjects and a complete and constant
transmission of the muscle vector to the sensors, inde-
pendently of the muscle stretching length. The axle adjust-
ment and setting values are stored and can be exactly
reproduced in the following sessions. The muscle contrac-
tions are triggered indirectly via the nervus ulnaris, acti-
vated at the wrist's level by surface electrodes. In our
experiments, electric pulses of a rectangular form of 0.1
ms were applied, with a frequency of one pulse every 100
seconds. The amplitude of the electric pulses – between 10
mA and 50 mA – was evaluated for each subject in a pre-
test. This level was 15% higher than the one necessary to
obtain maximum amplitude of the mechanical peak
twitch contraction and was therefore called the supra-
maximum pulse. The pre-stretching and contraction
forces o were measured at the thumb's level with a beam-
measuring gauge (see 6 in Fig. 1c). The muscle's ideal
lengths were determined via a potentiometer (see 5 in Fig.
1c) on the apparatus axle (see 1 in Fig. 1c) [17].

Development of a counterforce unit
Muscle contractions act via the bone levers of the extrem-
ity perpendicularly on the physiological axis and can thus
be transferred onto the axle of the measuring device.
Experimental forces or loads can be similarly transferred
via the axle of the device onto the muscle. These loads
must remain constant during contractions, although they
change the rotation angle, velocity and acceleration. Sim-
ple weights are inappropriate because of additional iner-
tial forces that appear during acceleration. Three technical
solutions are described, applying adjustable constant
forces.
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a-c: Different counterforce unitsFigure 1
a-c: Different counterforce units. 1a shows a side view on the spiral tension spring unit. A spiral tension spring (2) is 
attached to the rotational axle (1a) via a helical roller (1). The radius of the roller decreases (angle ϕ) when the spring is elon-
gated. The spring does not touch the roller tangentially, but with a tracking error angle ψ: 1b shows a side view on an electro-
magnetic plunger-coil unit. The rotating axle (1) is connected via a translating gear wheel (1a) to a linear axle (1b). Thus the coil 
(2) is inserted in the magnet core (2a). 1c shows the brushless unipolar motor unit (2, magenta) in connection to the other ele-
ments of the device. With the help of laser beamers (1a, light gray), the subject's hand can be set onto the setting device (8, 
blue) and the thumb can be attached to the thumb lever (7, dark gray). A vertical axle (1, yellow) connects the thumb lever to 
the length-adjusting mechanism (4) and the motor (2). An adjustable friction clutch (3) prevents overstretching of the muscle. 
Sensors measure muscle length (5, green) and force (6, green).



BioMedical Engineering OnLine 2008, 7:20 http://www.biomedical-engineering-online.com/content/7/1/20
Fig. 1a. shows a simple, exclusively mechanical embodi-
ment of the counterforce unit that can produce constant
torques for the stretching or against the contraction of the
muscle. A spiral tension spring (2) is attached to the rota-
tional axle (1a) via a helical roller (1). In cross section, the
helical roller takes the shape of a curve according to the
following formula:

r(ϕ) = r0(1+ ϕ 2r0/x0)-1/2

with the tracking error angle ψ:

cos ψ = (1+ ψ 2r0/x0) [(1+ ϕ 2r0/x0)2 + (r0/x0)2]-1/2

where ϕ is the angle of rotation, r0 is the initial radius, r(ϕ)
is the radius after the rotation of the roller with the angle
ϕ and x0 is the initial pre-lengthening of the spiral tension
spring. When the muscle contracts, the axle and the roller
rotate and the spring is elongated. The increasing tensile
force is compensated by the decreasing radius of the roller
and a constant torque is achieved. The spring, for which a
tensile force is selected as needed, can be exchanged with
others of greater or lesser tension force as long as they
have the same initial pre-elongation. Thus, different loads
can operate on the rotating axle and remain constant dur-
ing the muscle contraction. [19]

Fig. 1b shows an electro-magnetic counterforce unit. The
rotating axle (1) is connected via a translating gear wheel
(1a) to a linear axle (1b), so that the rotation is trans-
formed into a longitudinal movement. At the bottom end
of the linear axle, an electromagnetic coil (2) is inserted
in, and respectively penetrates a magnet core (2a). Thus,
the electromagnetic force can be adjusted by the current
through the coil and it remains constant as long as the
same number of windings of the coil's wire remains in the
magnetic gap. [19]

A third technical solution is to assemble an electro-mag-
netic motor directly onto the rotation axis (1, see Fig. 1c).
A standard electric motor, however, is inappropriate,
because its electromagnetic field is not homogeneous and
therefore creates torque ripple or fluctuations in force;
moreover, oscillations may follow. To prevent this, we
used a brushless unipolar motor with a homogenous
field, which resulted in a practically constant resultant
torque independent of the rotor angle (2) [20-24]. The
maximum force or pre-load of the counterforce unit is 60
Newton. To prevent overstretching of the muscle, an
adjustable friction clutch (8) is installed in the axle
[20,21].

Development of a muscle length-adjusting mechanism
A length adjustment mechanism was developed (see Fig.
2a–d), which allows not only to define the pre-stretching

length [17] but also to limit the shorting of the muscle
during the contraction. The length adjustment mecha-
nism is set around the axle of the apparatus without con-
tacting it (see 4, 4a, 1). A shortening stopping bolt (3a)
and a pre-stretching stopping bolt (2a) can be adjusted
independently of one another by means of adjustment
wheels (3, 2) and adjustment motors (3b, 2b). The adjust-
ment wheels rest via bearings on two parts of a guiding
tube (4), creating an air gap (4a); this prevents any direct
contact between the adjustment wheels and the axle (1).
On the axle, a third bolt (1a) – which moves parallel to
the thumb lever (see 3 in Fig. 1a) – is mounted. The
adjustment range of axle rotation – which allows different
muscle lengths – is limited by both the distance between
the axle bolt (1a) and the shortening stopping bolt (3a)
on the one hand and by the distance between the axle bolt
(1a) and the pre-stretching stopping bolt on the other
hand (2a).

By adjusting the shortening stopping bolt, (3a) the mus-
cle's shortening can be limited, so that pure isometric or
complex isotonic-isometric contractions (end-stop con-
tractions) can be performed. By adjusting the pre-stretch-
ing stopping bolt (2a), the muscle's pre-stretching can be
limited, so that pure isotonic or complex isometric-isot-
onic afterload contractions can be performed. Each posi-
tion of the bolts is registered by electrical measurement
recorders (3c, 2c). This information is stored and the
mechanism can be moved automatically into position for
the same subject at a later time point [17,20].

Protocol of the experiment for rest-stretching and isotonic 
maxima curve (Experiment 1)
The extremity of the test subject was properly set onto the
device. The stimulation electrodes were placed on the skin
above the nervus ulnaris at wrist level. With sub-maximal
test pulses, the position of the electrodes was optimized.
In a first pre-test, the amplitude of the necessary supra-
maximal stimulus was determined by applying increasing
electric pulses. In a second pre-test, the maximum stretch-
ing-force was determined by applying incremental stretch-
ing forces.

As a preparation for Experiment 1, the shortening stop-
ping bolt and the pre-stretching stopping bolt of the mus-
cle length adjustment mechanism were positioned in a
manner that prevented them from limiting the space for
pre-stretching or shortening.

Experiment 1 consisted of 10 consecutive experiment
units, each using a different stretching force applied by the
counterforce unit. At the beginning of each experiment
unit, the muscle was stretched for approximately five sec-
onds, which guaranteed the completion of the stretching
process. A supra-maximal stimulus led to a length contrac-
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a-d: Length-adjustment mechanismFigure 2
a-d: Length-adjustment mechanism. 2a shows the length-adjustment mechanism in detailed side view (see also Fig. 1c), 
2b shows a 90 degree rotated side view section, longitudinally cut through the axle, 2c and 2d show transversal sections as 
viewed from above in 2b. The stopping mechanism for shortening consists of a stopping bolt (2 a) which can be rotated via an 
adjustment wheel (2) by an adjustment motor (2b). The position of the bolt is measured by a potentiometer (2c). The pre-
stretching mechanism (3, 3a, 3b, 3c) can be independently adjusted. The adjustment wheels rest via bearings on two parts of a 
guiding tube (4) so that there is an air gap (4a) that prevents any direct contact between the adjustment wheels and the axle 
(1). A third bolt (1a), which moves parallel to the thumb lever (see 3 in Fig. 1a), is mounted on the axle.
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tion after which the stretching force returned to zero.
Stretching lengths and forces and the contraction shorten-
ing were recorded [25].

Protocol of the experiment for isotonic afterload 
contractions with velocity-length relation (Hill) and work-
length relation (Experiment 2)
The extremity of the test subject was properly set onto the
device. The stimulation electrodes were placed on the skin
above the nervus ulnaris at wrist level. With sub-maximal
test pulses, the position of the electrodes was optimized.
In a first pre-test, the amplitude of the necessary supra-
maximal stimulus was determined by applying increasing
electric pulses.

As a preparation for Experiment 2, the pre-stretching stop-
ping bolt was positioned at the muscle length to be exam-
ined – e.g. the optimum length for shortening or work –
and the shortening bolt was positioned so that it did not
limit the space for shortening. As a rule, the maximum
counter-force applied by the counter-force unit should be
slightly higher than the maximum contraction force
which can be expected at a given muscle length. Besides,
the minimum counter force should be the necessary pre-
stretching force for that given muscle length. This infor-
mation should be obtained from previous testing e.g. see
above "isotonic muscle contraction".

Experiment 2 consisted of 11 consecutive experiment
units, each using a different stretching force applied by the
counterforce unit. After 18 ms of applying counterforce, a
complex isometric-isotonic contraction induced by a
supra-maximal stimulus occurs, after which the counter
force returns to the minimum value. The stretching
lengths and forces and the contraction shortenings and
forces were recorded [25].

Results
Measurement of rest-stretching and isotonic maxima 
curve (Experiment 1)
Fig. 3a shows four experiment units (1, 2, 4, 10) from a
sequence of ten units. The top fields illustrate experiment
unit 1, where no force was applied, in contrast to experi-
ment unit 10, where a stretching force of 40 N was
applied. The bottom fields illustrate the muscle lengths.
The stretching lengths increase with the stretching forces,
starting from 36 mm in experiment unit 1 and ending at a
stretching length of 78 mm in experiment unit 10. For
each stretching force and length of the muscle, a single
supra-maximum stimulus was applied for 0.1 ms (vertical
line with zigzag arrow), achieving a standardized contrac-
tion in which all muscle fibres were activated simultane-
ously. The bottom fields illustrate how these isotonic
shortenings could be observed after a small latency
period. As experiment unit 1 demonstrated, the shorten-

ings were small at low muscle-stretching lengths, reached
a peak at longer muscle-stretching lengths (see red arrow)
and then decreased at the longest muscle-stretching
lengths (experiment units 4 and 10). Graph 3b illustrates
the stretching curve. The isotonic length contractions are
plotted as red lines for each measuring point. Graph 3c
represents the shortenings in relation to muscle lengths
(Fig. 3c), where the muscle's typical optimum stretching
length for shortening (approximately 61 mm) can be
determined. In the graph representing the contraction
work in relation to muscle lengths (Fig. 3c), the muscle's
typical optimum stretching length for work (approxi-
mately 72 mm) can be determined.

Measurement of isotonic afterload contractions with 
velocity-length relation (Hill) and work-length relation 
(Experiment 2)
Fig. 4a shows four experiment units (1, 5, 8, 11) from a
sequence of 11 units at a muscle length of 56 mm. The top
field shows the forces and the bottom field indicates the
lengths. After 18 ms of applying counterforce, a single
supra-maximum stimulus was applied for 0.1 ms (vertical
line with zigzag arrow), achieving a standardized contrac-
tion in which all muscle fibres were activated simultane-
ously. After a short latency period, the contraction induces
force development until the counterforce (= after-load) is
reached. In experiment unit 1, the counterforce is just the
necessary pre-stretching force (3 N = pre-load), in experi-
ment units 2–10 the counterforce level is reached by the
contraction, an isotonic shortening of the muscle begins,
and in experiment unit 11 the counterforce (11 N) is
higher than the maximal isometric contraction. The
higher the counterforce, the lower are the values reached
by the shortenings amplitudes.

In the graphs (Fig. 4b–d) the results of two experiments at
two prestretching lengths are shown: at 60.5 mm muscle
length for optimum shortening and at 73 mm for opti-
mum force or work. Fig. 4b shows the shortenings (Δl),
Fig. 4c shows the shortening velocities (v) (time derivative
of the shortening) and Fig. 4d shows the work W = F*Δl,
where Δl equals the shortening and F the contraction force
– all in relation to the contraction forces (F). This figure
demonstrates that the assessment of the maximal force,
shortening, velocity, and work of a particular muscle was
possible [25].

Discussion
The present study presents a measuring device that works
with complex supra-maximal contractions. The length
adjusting mechanism used allows for the stretching length
and the shortening length to be determined separately.
The counterforce unit produces adjustable pre- and after-
loads which remain constant, no matter what muscle
shortenings, velocities or accelerations are applied. Data
Page 6 of 11
(page number not for citation purposes)



BioMedical Engineering OnLine 2008, 7:20 http://www.biomedical-engineering-online.com/content/7/1/20
on isotonic and mixed isometric-isotonic contractions of
the human musculus adductor pollicis in vivo has been pre-
viously presented. From these data, the individual maxi-
mal values for force, shortening, velocity, and work may
be obtained.

The current technical developments allow only for in vivo
isometric contractions to be assessed, even at optimal
stretching level [17,18]. Regarding the clinical setting,
however, there is no satisfactory solution to investigate
muscle properties in vivo other than isometric contrac-
tions. The importance of in vivo measurements of non-iso-
metric muscle functions cannot be fully determined until
new diagnostic devices will support the collection of addi-
tional data in different clinical areas. Age, sex, fatigue, dis-
ease, medication and training are known to distinctively
affect different types of muscle fibres. These factors influ-
ence the isometric properties of the muscle differently
than the isotonic properties. These findings were based

not only on in vitro studies on animal muscle fibres [26-
29], but also on human single muscle fibres [30,31]. The
state of the dynamic/isotonic muscle functions plays a
more important role than that of static muscle force in
everyday life or in the course of a neuromuscular disease
[32,33]. Designing a diagnostic tool for dynamic muscle
function is necessary for both medical research and clini-
cal routine diagnostic. With the Complex Myograph this
relevant biological-medical problem could be solved, and
in vivo non-invasive measurements of both isometric and
isotonic muscle functions can be performed at the corre-
sponding optimal muscle length.

The three technical solutions for a counter-force unit,
described in our study, work with adjustable axial forces
which remain constant during the experimental proce-
dure. The first mechanical solution (Fig. 1a) is robust and
simple in service and maintenance. Even though it only
allows a gradual variation of counterforces, its advantage

a-b: Isotonic contractions: optimum shortening and optimum work in relation to stretching lengthFigure 3
a-b: Isotonic contractions: optimum shortening and optimum work in relation to stretching length. Fig. 3a shows 
four experiment units (1, 2, 4, 10) from a sequence of ten units with rising stretching forces (top fields) and stretching lengths 
(bottom field). With each stretching force and length of the muscle, a single supra-maximal stimulus was applied for 0.1 ms 
(vertical line with zigzag arrow), achieving an isotonic shortening that reached its highest value in experiment unit 2 (see red 
arrow). In the graph Fig. 3b, the stretching curve is shown, with isotonic length contractions plotted as red lines for each meas-
uring point. In the graph Fig. 3c the shortening in relation to muscle length (red line), and the contraction work in relation to 
muscle lengths (blue line) are shown.
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a-d: Isotonic afterload contractions: relation between shortening, velocity, work and stretching forceFigure 4
a-d: Isotonic afterload contractions: relation between shortening, velocity, work and stretching force. Fig. 4a 
shows four experiment units (1, 5, 8, 11) from a sequence of eleven units with complex isometric-isotonic contractions. The 
top field shows the contraction forces and the bottom field the shortenings. The vertical line with zigzag arrow indicates the 
timing of the electric stimulus. High contraction force leads to small shortening and vice versa. Fig. 4b shows the shortenings 
(Δl), Fig. 4c shows the shortening velocities (v) (time derivative of the shortening) and Fig. 4d shows the work W = F*Δl, where 
Δl equals the shortening and F the counterforce. Graphs of two different pre-stretching lengths are shown.
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lies in is the simplicity and transparency of the experimen-
tal design. The electro-magnetic solution (Fig. 1b) is also
simple, since it uses prefabricated components that are
easy to obtain and assemble i.e. a coil and a magnet core.
This solution allows an unrestricted, but maximum force
limited variation of counter-forces due to the capacity of
the coil and to the delicate bearings that transform the
rotating movement into a linear movement which is cen-
tred over the magnetic gap.

The Hall-motor solution (Fig. 1c) is very robust and can
support high counter-forces. It operates directly on the
rotating axle and has only a few movable elements which
all can rotate in horizontal planes so that there is no inter-
ference with gravitation. However, the necessity to assem-
ble the motor by hand may constitute a limitation for its
application.

The first two solutions (Fig. 1b + c) have been used for the
education of biomedical students – the application of an
expensive, specially designed unipolar motor (Fig. 2)
could not be accomplished in this field. A predecessor
model of the third solution (Fig. 2) has already been used
for the examination of patients.

With the length-adjusting mechanism (Fig. 2), the pre-
stretching length of the muscle can be defined [17] and
the shortening can be limited without interfering with the
rotation of the axle and with the muscle contraction,
respectively. Using the counterforce and the length-adjust-
ing mechanism complex, isometric-isotonic contractions
can be produced at every possible muscle length. The set-
tings of these mechanisms can be stored and can be used
again for the same subject at a later point in time.

The measurements performed during the study (Fig. 3,
Fig. 4) show that the planned experimental procedures
could be accomplished with the technical developments
presented above. The muscle could be examined at differ-
ent stretching lengths, while optimal lengths for shorten-
ing, force or work could be defined. At these optimal
lengths, the properties of an individual muscle may be
assessed, not only in terms of maximal force, but also as
maximal shortening, velocity, and work. Velocity charac-
terizes a muscle better than shortening does, because it is
nearly independent of the muscle length or the number of
sarcomeres which are lined up in a muscle. The functional
curve (Fig. 4c) shows a typical hyperbolic form [34,35].
The muscle work (W) is calculated as the product of after-
load (F) and shortening (Δl) (W = F*Δl). The muscle
length at which the maximal work and maximal force can
be assessed is the length with the most actin-myosin bind-
ings. Nevertheless, the optimum stretching length for
shortening contractions and for velocity is smaller and
with less actin-myosin bindings. This is because in isot-

onic contractions the preload (stretching force) necessary
to stretch the muscle works before the contraction and has
to be compensated for during the contraction as a part of
the afterload, hence diminishing shortening and velocity.

Special limitation

During the isotonic contractions (Fig. 3a), the stretching
forces in the top fields show some minor fluctuations.
This is also the case in the isotonic afterload contractions
(Fig. 4a). In the top field the force plateaus are not free
from fluctuations either, because we did not use a Hall-
motor with an ideal constant characteristic line in our
measurements but a much simpler solution with a rotary
magnet.

General limitations
The experiments were performed exclusively with single
twitches. The isometric single twitch represents the golden
standard for the evaluation of muscle function in many
clinical areas, e.g. in the assessment of the effect of neu-
romuscular blocking drugs during anaesthesia. Every sin-
gle twitch represents a defined contraction unit, because
in a single twitch all myosin filaments within the muscle
are activated during a predefined, constant period of time.
A single twitch measurement is simple and quick. Single
twitch stimulations are not painful in contrast to tetanic
stimulations. Moreover, they have a better repeatability
than voluntary contractions and do not lead to muscle
fatigue. Our development added another important
advantage: the possibility to assess muscle function by
using single twitches at predefined muscle lengths. The
single twitches have a limited duration, which leads to a
limited contraction length that allows for the number of
actin-myosin bindings to remain relatively constant dur-
ing the contraction.

On the other hand, in single twitches, the active state (the
actin-myosin interaction) is maximal only for a short
period of time, which is too short to completely tense the
serial elastic elements. Thus, the elastic elements are con-
tinuously tensed during the active state by using up some
of the contraction energy. Only the rest of the energy will
therefore be used for contraction on the extremity lever. At
the end of the active state, the energy used on the elastic
elements is released and contributes to the prolongation
of the effect on the extremity lever.

Only in the tetanic contractions the duration of the active
state is so long that the serial elastic elements (tendons)
can be completely tensed and lengthened in the first
phase of the contraction. From then on, the tendons
undergo no additional changes, so that the actin-myosin
interaction may be transferred onto the extremity lever
without loss of contraction energy [7]. However, due to
Page 9 of 11
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methodical reasons, isotonic tetanic contractions cannot
be soundly related to defined muscle stretching length.
Shortening obtained with tetanic contractions does not
offer conclusive information because this type of contrac-
tion is not time-limited and ends independently from the
starting muscle length when the maximal shortening is
reached. In addition, muscle velocity obtained with
tetanic contractions in vivo cannot be related to an opti-
mum muscle length because either the muscle stretching
is too restricted by the joint to define an optimum length
or the number of actin-myosin bindings changes during
the acceleration phase of the contraction. Hence such
measurements as those described in Fig. 3 or Fig. 4 are
only possible with single twitches. The solution to this
problem is to assess isometric and isotonic muscle func-
tion with single twitches at the respective optimum mus-
cle lengths and every once in a while to compare the
isometric single twitch with the isometric tetanic contrac-
tion, so that the component of single twitch invested in
the tension of the serial elastic elements may be ascer-
tained. Tetanic contractions, which were not the subject of
our study, may also be evaluated with our device [24].

Conclusion
Statical muscle force is only one aspect of the muscle func-
tions. For the clinical activity, the dynamic muscle func-
tions are of higher importance, since they are particularly
influenced by muscle diseases and by therapy. Complex
Myograph supports an extensive, non-invasive evaluation
of these muscle functions in patients.

Single supramaximal contractions can be produced in the
form of isotonic or even complex isometric-isotonic con-
tractions. The starting (stretching) length and the maxi-
mal shortening length can be predefined separately. A
sophisticated counterforce unit can set the muscle under
infinitely adjustable pre- and after-loads which remain
constant during shortening, changing velocities and con-
traction acceleration. On the stretching curve, the opti-
mum length for shortenings and the optimum length for
work can be recorded, based on which the individual
physiological properties of a muscle can be assessed and
maximal values for force, shortening, velocity, and work
can be quantified. The possibility to evaluate directly
dynamic muscle functions opens new medical-biological
perspectives.
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